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VOLTAGE: 120 277

( H I D  a n d  Q T Z ) ( F o r  H I D  o n l y )

CATALOG  NO.  120 277

QUARTZ WATTAGE: 75 100 150 250

CATALOG  NO. 75QTZ 100QTZ 150QTZ 250QTZ

3 .  bea m pattern

C apell a-5 d Ordering matrix

1 .  housing

5.  ball ast (FOR hid ONLY )

2 .  l a mp wattage

The ordering sequence for the Capella-5d is displayed below.

METAL HALIDE WATTAGE: 39 70

CATALOG  NO. 39MH 70MH

BALLAST TYPE: HID / Electronic

(n/a with 150MH or 347V)

WEIGHT: 5.5 lbs. 

CATALOG NO. EB

CATALOG  NO. CA5D

The beams depicted below are for general illustration purposes only. Consult the photometric distribution

charts on pages 2 and 3 for more detailed pattern and distribution information.

CATALOG  NO. WRMRNR

rectangular narrow (RN) rectangular medium (RM) rectangular wide (RW)

Effective Projected Area:  0.38 (fixture only)

4.  voltage



SWIVEL STYLE 

6 .  model style

WATTAGE: 39 70 WATTAGE: 75 100 150 250

7 .  mounting options

8.  optional shields 9 .  finish 

Color
black
dark bronze
white
natural aluminum
non-standard

Standard shield finish is flat black inside and out .

CATALOG NO.
BK
BZ
WH
AL
NS

YOKE STYLE 

QUARTZ MOUNTING OPTIONS

(FOR SWIVEL)
Swivel mounts via

1/2” threaded pipe.

(FOR YOKE) 
Yoke mounts via 

3/8” threaded bolt.
Spike compatible with SM options only.
Surface mount box included (spike shipped separately).

Mounts to standard 4” junction box. 
(junction box supplied by others) 

SURFACE MOUNT

TOP SHIELD 3-SIDED SHIELD 4-SIDED SHIELD

SPIKE MOUNT
BASE PLATE MOUNT

CATALOG NO. SW

Swivel mounts via 1/2” threaded pipe.
Fixture weight:  2.5 lbs.

Comes with 3/8” bolt and 3 ft. of 16/3 STO-W cord.

METAL HALIDE ballast box MOUNTING OPTIONS

CATALOG NO. PL

PBBWPSMS.ON GOLATAC

S4S3ST.ON GOLATAC

CATALOG NO. YK

Fixture weight:  2.5 lbs.

PLATE MOUNT

CATALOG NO. WM

WALL MOUNT

CATALOG NO. LP

WALL BRACKET MOUNT

Height for all shields:  3.25”

10 .  l a mp option (SELECT ‘LP ’  ONLY TO INCLUDE L A MP)

metal halide
LAMP SIZE: T-6 (with UV Block)
LAMP BASE: G-12

quartz 
LAMP SIZE: T-4
LAMP BASE: MINI-CAN

sample order number for metal halide luminaire: CA5D - 70MH  -  RM - 277 - EB - YK - PL - TS - BK - LP
sample order number for quartz luminaire: CA5D - 100QTZ - RW - 120 - SW - SM - 3S -BK - LP

5

Ballast box can be mounted directly to standard 4”  
junction box (provided by others) but will not be
evenly centered over the junction box.

A 7.50” diameter centering plate (included with this
option) mounts to junction box and permits even-
centering of the ballast box.

Contractor responsible to gasket centering plate 
to wall

(For Yoke Style Only)(For Yoke Style Only)
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The precision engineering of the Capella-5d’s optical

systems and focused rectangular beam patterns are

vividly demonstrated in this photo, illuminating a 

35 ft. wide, 4 ft. high building sign. The sign had 

been illuminated with three other fixtures before 

this single Capella-5d was placed.




